
This apparatus has been manufactured respecting the strictest safety standard in force, and is in conformity with the 
European Directives 89/392/CEE, 93/68/CEE and 73/23/CEE.

The installation will have to be done in respect of the standards in force on the subject of installations in the Country; the 
manufacturer declines all responsibility for uncorrect installation or unproper use of the product. For the electrical wiring, 
if not differently specified, use cable type H05 VVF.
THE KEY-SWITCH MUST BE CONNECTED TO GROUND!

Before starting to install the key-switch , remove all element left from previous installations.

Install the key-switch . Strictly follow indications given in these instructions.

After the installation:
- verify the movements of the shutter (keep anyone away from the shutter until it has completely closed);
- If present, verify the correct functioning of the hand override and instruct all users on the correct use of the same.
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INSTALLATION:

ATTENTION - UNCORRECT INSTALLATION CAN ENTAIL SERIOUS RISKS! 
FOLLOW CLOSELY INSTRUCTIONS AND KEEP ASIDE .

PREPARATION : unscrew the front-side of the key-switch.

Let the brake-release cable and the electric wires out of the wall according to drawings of Fig.1c. This operation results easier if the 
circuit plate is removed first.

Stick the adhesive washer on the external bottom, then drive the cables out through the specific holes.

Fix the bottom through the 4 specific holes A (fig.1). Use specific anchors and screws.
This operation must be carried out after fixing the release cable (if present).
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INSTRUCTIONS FOR THE INSTALLATION,
USE AND MAINTENANCE
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3)  ELECTRIC WIRING

3a)  Carry out wiring according to wiring dia-
gram. Avoid exceeding cable hampering 
front-plate closure.

3b) Connect ground wire to the specific termi-
nal on front-plate and container.

4) TEST: replace circuit plate in the 
container, re-position the front-plate on 
the container, taking care that the same 
fits firmly between the tooth D (fig.4a) 
and the bottom (turn the key to allow 
positioning). Test the key-switch by 
opening and closing the shutter, then 
check the release system. The access to 
the release is protected by a rubber tag E 
(fig.4b): lift it, turn the key on either side, 
then insert the exagonal key E (fig.4b). 
The tag E must be replaced in position 
once all operations of release are 
terminated. 
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2) CONNECTION OF BRAKE RELEASE : Fix the tube B of the Brake Release Kit on the container (fig.2) and 
block it with Seiger ring C. Cut off the exceeding sheathe and slip the steel wire in the tube B (fig.2a). Squeeze with a pincers the 
tube B to fix the sheathe in position. (fig. 2b). Before slipping the cable in the tube, insert the 2 washers as indicated in fig. 2a. 
These washers should be lubricated.
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USE:

The apparatus does not require maintenance.

MAINTENANCE:

Avoid unnecessary manoeuvres. DO NOT ALLOW CHILDREN 
TO USE THE AUTOMATION.

KEEP WATCH on the movement of the automation and keep 
away all persons until the manoeuvre has been completed.

CHECK the correct functioning of the automation 
(open/close/limits), and of all electric apparatus including 
securities. To perform brake release for manual override use 
the given hexagonal key. If the user is not able to check or 
verify all systems, or should he note anomalies, he must 
apply to the installers.
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For private households: Informa�on on Disposal for Users of WEEE This symbol on the 
product(s) and / or accompanying documents means that used electrical and 
electronicequipment (WEEE) should not be mixed with general household waste. For 
proper treatment, recovery and recycling, please take this product(s) to designated 
collec�on points where it will be accepted free of charge. Alterna�vely, in some 
countries, you may be able to return your products to your local retailer upon 
purchase of an equivalent new product. Disposing of this product correctly will help 
save valuable resources and prevent any poten�al nega�ve effects on human health 
and the environment, which could otherwise arise from inappropriate waste 
handling. Please contact your local authority for further details of your nearest 
designated collec�on point. Penal�es may be applicable for incorrect disposal of this 
waste, in accordance with you na�onal legisla�on. For professional users in the 
European Union If you wish to discard electrical and electronic equipment (EEE), 
please contact your dealer or supplier for further informa�on. For disposal in 
countries outside of the European Union This symbol is only valid in the European 
Union (EU). If you wish to discard this product please contact your local authori�es 
ordealer and ask for the correct method of disposal.


